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OR APPROVED EQUAL

A MINUNUM 30—INCH DIAMETER

CONCRETE DISK SHALL BE CAST »—STEAMER NOZZLE
AROUND EACH VALVE BOX. IF TO FACE STREET
NOT IN PAVEMENT, TOP TO BE I I
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FLUSH TO FINISH GRADE ©Z z
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1" SCH.40 PVC PIPE # 3 BAR w/4 PIECES
IN CONCRETE DISK ' |
FOR 1’ TAL PIECE. |
STANDARD S STANDARD 6«
BACKFILL e BACKFILL =
10 GA. SOLID COPPER
COATED WIRE. DO NOT
WRAP AROUND PIPE T
SEE TRACER WIRE GATE VALVE & BOX
DETAIL W—110 FOR
MORE DETAILS 4’ COVER LEAVE DRAIN
THRUST BLOCK ] (TYPICAL) CLEAR (5
LITE \‘ al o.f. OF PEA
0 GRAVEL)
== |_| i THRUST
6" PIPE 6" PIPE BLOCK
’J CONCRETE
WATER MAIN TEE THRUST BLOCK 3—0"
(LINE SIZE x —_~—
6”)
COLOR _CODE
BARREL SILVER
BONNET & CAPS 6" RED
BONNET & CAPS 8" ORANGE NOTE:
BONNET & CAPS 10” BLUE
BONNET & CAPS 12” GREEN 1. ALL FITTINGS SHALL BE (MJ) MECHANICAL JOINT.
BONNET & CAPS 16" WHITE
BONNET & CAPS 20" YELLOW
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